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Route 32,

MISSOURI DEPARTMENT
OF TRANSPORTATION

CONCRETE CONTAINMENT STRUCTURE
NEBO MAINTENANCE SITE
CENTRAL DISTRICT

CODE REQUIREMENTS

BUILDING CODE - CURRENT IBC

1.5 Miles West of Route U
LACLEDE COUNTY, NEBO, MISSOURI

COVER SHEET

MISSOUR! DEPARTMENT CONCRETE CONTAINMENT STRUCTURE
OF TRANSPORTATION NEBO MAINTENANCE SITE
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DATE:  12-15-31
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CONTRACTOR MNOTES:

CONCRETE STRENGTH: 4,000 LB. PSI @ 28 DAYS.

CONCRETE FAISH: EXPOSED FORM FINISH SHOULD BE RUBBED DOWN OR CH® AND SMOOTH
FINS OR OTHER RASED AREAS 1/4" OR MORE N HEIGHT. REPAR SURFACE DEFECTS, INCLUDNG
TIE HOLES, IMMEDWTELY AFFER REUOMNG FORMWORK, THE CONTRACTOR SHALL RESPONSIBLE
SLOPE 1/10° PER FOOT FOR A SMOOTH FINSSHING OF ALt CONCRETE SLABS TO PROPER ELEVATION TO ENSURR THAT

4 2" CALVANZED PIPE WITH CRANGER : AL SURFACE. WOISTURE WiLL DRAIN FREELY TO BRAM.

5
F
=y gzﬂf;‘fg'lﬁ}hg' & EAL VANE, B TESTANG: CONTRACTOR 1S TO PULL ONE SAWPLE FROM FLOOR AND ONE FROM THE WALLS AND
» B2, LEAVE AT EACH LOCATION. MODGT WILL PERFORM THE CYLINDER TESTRG: CONTRACTOR SHOLLD
ALSO AROVIDE A DESIGN MIX FROM THE BATCH PLANF,

B2 FULING AND BACKFILLNG: PLACE BACKFILL, AND FILL WATERWALS IN LAYERS NOT MORE THAN 3"

N LOOSE DEPTH. BEFCRE COMPACHON, MOISTEN OR AERATE EACH LAYER AS HECESSARY 10
PROVIDE THE SPECIFIED MOISTURE CONTENT. COMPACT £ACH EAYER 7O REQUIRED PERCENTAGE
OF MAXIMUM GENSRY FOR THE AREA, FOOTPRINT OF CONTAINMENT STRUCTURE LEVELED 8Y
MODOT 12" BELOW FINISHED FLOOR.

WATERSTOP: GREENSIREAK MNC. — STYLE NUMBER 703, 8° x 3/16", OVC, RIBBED, SERRATED
WiiH CENTERBUEB OR EQUAL. OPTIONAL: WATERSTOP RX WITH 2-31/27 x 1-1/27 KEYWAY.

EXCAVATION: CONTRACTOR 70 SLOPE GRADE AWAY FROM NEW CONTAINMENT STRUCTURE AS
REQUIRED WITH TYPE 5 ROCK BASE.

STAXING: STRUCTURE LOCATION STAKED BY MODOT AT MAINTENANCE SIIE.
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